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If you have more samples to run than there are available spinners, you must remove some samples.  

The basic rules:  

 Only remove samples that are not in the queue 

 If you remove a sample from position X, place it in position X in 

any of the three racks. 

1   Knowing which samples can be removed 

Check the diagram – samples in yellow (completed) and green (no information) can be removed. 
 

 
 

 
In this setup, you may not remove 54 
and 56.  You may remove any other 
sample.  If you remove sample 17, for 

example, place it in position 17 in any of 
the three racks. 

Each of these three racks has a position 
17 (circled in yellow) – if you remove a 
sample from position 17 in the sample 

changer, place it in position 17 in a rack. 

2   Removing samples and placing them in racks 
If you remove a sample from position X, place it in position X in any of the three racks. 

If all three positions X are full, take one of the samples from position X in the racks and move it 

forwards to positions where there are no numbers. 

Example 1: you remove a sample from position 50.  You should then put it in any rack, in position 50.  

If all three positions are full, then move an older sample from position 50 to the front where there are 

no numbers. 

Example 2: you run a sample in position 37 and come down to look for it the next day.  You should 

find it in the sample changer in position 37 or in position 37 in any of the racks.  There is a slim 

chance that it will be in the front of the racks. 

3   Older samples 

Robin will remove samples from the front, unnumbered positions from time to time and will put them 

in a rack marked “FREE”.  You may take samples from this rack. 


